
Fan Coil

FP-34ZD-K FP-51ZD-K FP-68ZD-K FP-85ZD-K FP-102ZD-K FP-136ZD-K FP-170ZD-K FP-204ZD-K

m³/h 400/292/250 510/395/264 680/450/430 720/615/410 1020/765/510 1100/880/550 1800/1276/850 2040/1575/1051

CFM 235/172/147 300/232/155 400/265/194 424/362/241 599/450/300 6475/518/324 1059/751/500 1201/927/619

kW 2.0 2.8 3.6 4.2 5.4 6.4 8.9 9.9

kW 5.0 7.2 8.5 9.5 11.5 13.7 19.0 21.0

Ph/V/Hz 1/230/50 1/230/50 1/230/50 1/230/50 1/230/50 1/230/50 1/230/50 1/230/50

W 45 58 72 80 86 78 150 200

Volumi i fluksit te ujit I/s 0.13 0.14 0.16 0.20 0.27 0.32 0.40 0.44

kPa 16.5 5 10 20 36 38 52 55

Ft WG 5.41 1.64 3.28 6.56 11.81 12.46 17.06 18.04

dB(A) 37.0 38.0 45.0 47 49 48 50 55

inch (mm) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05) ø3/4 (19.05)

inch (mm) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60) ø5/8 (15.60)

E jashtme mm 834x238x694 834x238x694 834x238x694 834x238x694 1300x188x600 1300x188x600 1590x238x695 1590x238x695

Paketimi mm 963x333x845 963x333x845 963x333x845 963x333x845 1417x251x739 1417x251x739 1717x333x845 1717x333x845

kg 26/33 26/33 27/34 27/34 34/40 34/40 48.5/57 48.5/57

YB1FA YB1FA YB1FA YB1FA YB1FA YB1FA YB1FA YB1FA

Z4E51B Z4E51B Z4E51B Z4E51B Z4E51B Z4E51B Z4E51B Z4E51B

Niveli i presionit te zhurmes

Tokesor-tavanor
Modeli

Volumi i fryrjes se ajrit (H/M/L) 

Kapaciteti
Ftohje
Ngrohje

Furnizimi me 
energji 

Tipi
Input

Sistemi i ujit
Renia e presionit

Opsionale Komande ne distance

Lidhja e tubit
Hyrja, dalja e ujit
Shkarkimi i kondenses

Dimensionet 
(GjxThxL)

Pesha neto/ pesha bruto
Standarde Komande wireless
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