
�Steel pressurized boiler 3-pass for oil combustion according to  
DIN 4751

ο�Hot water production up to 95 C for central heating facilities

�Cylindrical boiler body with rich heated surface and big fire 
chamber

�Heavu construction with quality tests at every step of the 
production

�High efficiency >90%

�Low emmision

�Built according to the standardsDIN 4702. Construction certified 
by DIN EN ISO 9001 and CE product mark from NTUA 

Steel hot water boilers

Enersave

Construction materials
Hot rolled steel sheets St 37-2 DIN 17100

Tubes of type MANNESMANN St DIN 1629 without seam

Turbulators INOX AISI 304

Fireproof door material PLICAST-LW-MIX 124 (PLIBRICO)

Glass wool insullation with aluminum foil

 1. Main On/Off switch 

2. Burner indication lamp 

3. Pump indication lamp 

4. Safety thermostat 
5. Burner thermostat 

6. Pump thermostat 

7. Thermometer 

Control panel - one stage Πίνακας οργάνων διβάθµιος
 1. Main On/Off switch  

2. Pump thermostat 
3. Timer – two stage  
4. Timer - total 
5. Burner thermostat – first stage  
6.  Burner thermostat – second stage 
7. Boiler thermometer 
8. Exhaust gases thermometer 
9. Overheating control 
10. Pump indication lamp 
11. Burner indication lamp 
12. Overheat boiler lamp 
13. Overheat reset 
14. Burner indication lamp – first stage  
15.  Burner indication lamp – second stage 



Enersave

Boiler 
type 

Nominal power 
Power 
range 

Back 
pressure 

Fire 
chamber 
volume 

Heated 
surface 

Internal 
pressure 

drop 

Water 
content 

Weight 
Max. 

working 
pressure 

  Mcal/h kW Mcal/h mm H2O lt m
2
 (∆t=15oC)mmH2O lt  kg bar 

EN 20 20 23 15-20 2 - 4 20 0,8 20 35,2 130 4 

EN 30 30 35 20-30 2 - 4 24 1,0 20 40,6 142 4 

EN 40 40 47 30-40 2 - 4 32 1,4 20 50,5 156 4 

EN 50 50 58 40-50 2 - 4 40 1,6 30 61,4 172 4 

EN 60 60 70 50-60 4 - 6 48 2,0 30 71,5 185 4 

EN 70 70 81 60-70 4 - 6 52 2,2 40 102 220 4 

EN 80 80 93 70-80 4 - 6 65 2,6 50 112 245 4 

EN 100 100 116 90-100 6 - 10 78 3,1 60 122 269 4 

EN 120 120 140 100-120 6 - 10 91 3,6 70 134 291 4 

EN 140 140 163 120-140 8 - 15 144 4,1 80 214 382 4 

EN 160 160 186 140-160 8 - 15 161 4,6 90 246 412 4 

EN 180 180 209 160-180 10 - 20 174 5,1 100 266 439 4 

EN 200 200 233 180-200 10 - 20 205 6,0 120 284 462 4 

EN 220 220 256 200-220 10 - 20 206 6,2 130 372 605 4 

EN 250 250 291 220-250 10 - 20 263 7,4 150 455 670 4 

EN 300 300 349 250-300 20 - 30 320 8,7 180 528 735 4 

EN 350 350 407 300-350 20 - 30 320 8,8 180 518 780 4 

EN 400 400 465 350-400 20 - 30 444 12,0 220 580 1.230 4 

EN 450 450 523 400-450 20 - 30 444 12,5 220 554 1.280 4 

EN 500 500 582 450-500 20 - 30 518 13,2 230 704 1.345 4 

EN 600 600 698 500-600 20 - 30 555 15,3 250 763 1.480 4 

EN 700 700 814 600-700 30 - 40 665 17,3 300 824 1.625 4 

EN 800 800 930 700-800 30 - 40 872 19,8 350 1.085  2.250 5 

EN 900 900 1.047 800-900 30 - 40 872 20,9 350 1.035  2.320 5 

EN 1000 1.000 1.163 900-1000 30 - 40 986 22,5 370 1.180  2.580 5 

EN 1300 1.300 1.512 1000-1300 30 - 40 1.182 27,3 400 1.332  2.650 5 

EN 1500 1.500 1.745 1300-1500 40 - 60 1.360 33,5 400 1.740  2.860 5 

EN 1650 1.650 1.919 1500-1650 40 - 60 1.585 36,3 420 1.960  3.270 5 

EN 1800 1.800 2.093 1650-1800 40 - 60 1.940 39,7 450 2.178  4.050 5 

EN 2000 2.000 2.326 1800-2000 40 - 60 1.940 40,5 450 2.140  4.160 5 

EN 2300 2.300 2.675 2000-2300 40 - 60 2.185 47,1 450 2.464  4.750 5 

EN 2500 2.500 2.908 2300-2500 40 - 60 2.785 54,5 450 2.600  5.350 5 

EN 3000 3.000 3.489 2500-3000 50 - 70 3.273 62,8 500 2.850  5.810 5 

EN 3500 3.500 4.071 3000-3500 50 - 70 3.767 70,2 500 3.014  6.320 5 

EN 4000 4.000 4.652 3500-4000 50 - 70 4.298 78,5 500 3.493  6.980 5 

 

Technical characteristics

Steel hot water boilers



Enersave
Dimensions

Boiler 

type
A B C D E F G H I K L M N O T1-T2Ø T3Ø T4Ø T5Ø T6Ø

mm mm mm mm mm mm mm mm mm mm mm mm mm mm in mm mm in in

EN 20 700 875 650 360 425 530 595 190 163 150 560 190 220 170 1 1/4" 139 106 1/2" 1/2"

EN 30 700 875 700 410 425 530 595 190 163 150 560 190 220 170 1 1/4" 139 106 1/2" 1/2"

EN 40 700 875 800 510 425 530 595 190 163 150 560 190 220 170 1 1/4" 139 106 1/2" 1/2"

EN 50 700 875 900 610 425 530 595 190 163 150 560 190 220 170 1 1/4" 139 106 1/2" 1/2"

EN 60 700 875 1.000 710 425 530 595 190 163 150 560 190 220 170 1 1/2" 139 132 1/2" 1/2"

EN 70 790 1.015 1.010 660 495 635 685 250 163 150 650 190 220 180 1 1/2" 159 132 1/2" 1/2"

EN 80 790 1.015 1.110 760 495 635 685 250 163 150 650 190 220 180 1 1/2" 159 132 1/2" 1/2"

EN 100 790 1.015 1.210 860 495 635 685 250 163 150 650 190 220 180 2" 159 132 1/2" 1/2"

EN 120 790 1.015 1.310 960 495 635 685 250 163 150 650 190 220 180 2" 159 132 1/2" 1/2"

EN 140 900 1.110 1.350 965 540 655 795 230 163 170 730 250 240 240 2" 193 151 1/2" 1/2"

EN 160 900 1.110 1.450 1.065 540 655 795 230 163 170 730 250 240 240 2" 193 151 1/2" 1/2"

EN 180 900 1.110 1.550 1.165 540 655 795 230 163 170 730 250 240 240 2 1/2" 193 151 1/2" 1/2"

EN 200 900 1.110 1.700 1.315 540 655 795 230 163 170 730 250 240 240 2 1/2" 193 151 1/2" 1/2"

EN 220 1.040 1.240 1.600 1.060 640 790 950 220 163 250 680 190 160 270 2 1/2" 244 185 1 1/4" 1/2"

EN 250 1.040 1.240 1.850 1.310 640 790 950 220 163 250 930 190 160 270 2 1/2" 244 185 1 1/4" 1/2"

EN 300 1.040 1.240 2.100 1.560 640 790 950 220 163 250 1.180 190 160 270 3" 293 185 1 1/4" 1/2"

EN 350 1.040 1.240 2.100 1.560 640 790 950 220 163 250 1.180 190 160 270 3" 293 185 1 1/4" 1/2"

EN 400 1.290 1.545 2.050 1.340 750 980 1.170 290 163 330 750 300 120 450 DN 100 343 260 1 1/4" 1/2"

EN 450 1.290 1.545 2.050 1.340 750 980 1.170 290 163 330 750 300 120 450 DN 100 343 260 1 1/4" 1/2"

EN 500 1.290 1.545 2.300 1.590 750 980 1.170 290 163 330 1.000 300 120 450 DN 100 343 260 1 1/4" 1/2"

EN 600 1.290 1.545 2.550 1.840 750 980 1.170 290 163 330 1.250 300 120 450 DN 100 343 260 1 1/4" 1/2"

EN 700 1.290 1.545 2.800 2.090 750 980 1.170 290 163 330 1.500 300 120 450 DN 125 343 260 1 1/4" 1/2"

EN 800 1.540 1.935 2.600 1.600 960 1.000 1.420 340 163 400 800 400 140 640 DN 125 395 340 1 1/4" 1/2"

EN 900 1.540 1.935 2.600 1.600 960 1.000 1.420 340 163 400 800 400 140 640 DN 125 395 340 1 1/4" 1/2"

EN 1000 1.540 1.935 2.850 1.850 960 1.000 1.420 340 163 400 1.050 400 140 640 DN 125 395 340 1 1/4" 1/2"

EN 1300 1.540 1.935 3.100 2.100 960 1.000 1.420 340 163 400 1.300 400 140 640 DN 150 483 340 1 1/4" 1/2"

EN 1500 1.540 1.935 3.600 2.600 960 1.000 1.420 340 163 400 1.800 400 140 640 DN 150 483 340 1 1/4" 1/2"

EN 1650 1.540 1.935 3.850 2.850 960 1.000 1.420 340 163 400 2.050 400 140 640 DN 150 483 340 1 1/4" 1/2"

EN 1800 1.940 2.235 3.200 2.100 1.250 1.500 1.850 420 163 360 1.300 450 160 780 DN 150 581 380 1 1/4" 1/2"

EN 2000 1.940 2.235 3.200 2.100 1.250 1.500 1.850 420 163 360 1.300 450 160 780 DN 150 581 380 1 1/4" 1/2"

EN 2300 1.940 2.235 3.700 2.600 1.250 1.500 1.850 420 163 360 1.800 450 160 780 DN 200 581 380 1 1/4" 1/2"

EN 2500 1.940 2.235 3.700 2.600 1.250 1.500 1.850 420 163 360 1.800 450 160 780 DN 201 581 380 1 1/4" 1/2"

EN 3000 1.940 2.235 4.200 3.100 1.250 1.500 1.850 420 163 420 2.300 450 160 780 DN 202 645 380 1 1/4" 1/2"

EN 3500 1.940 2.235 4.700 3.600 1.250 1.500 1.850 420 163 420 2.800 450 160 780 DN 203 645 410 1 1/4" 1/2"

EN 4000 1.940 2.235 5.200 4.100 1.250 1.500 1.850 420 163 420 3.300 450 160 780 DN 204 645 410 1 1/4" 1/2"

ΕΝ 20 - ΕΝ 200 ΕΝ 220 - ΕΝ 4000

Steel hot water boilers


